SURFACING

15.0 m

12.0 m18.0 m

30.0 m MINIMUM

PROPERTY LINE

MINIMUM

100 mm BARRIER CONCRETE
CURB OR CURB AND
GUTTER (SEE PLANS)

TAPER MAY EXTEND OUTSIDE
PROPERTY FRONTAGE 4\

ﬂ

(SEE PLANS)

(SEE PLANS)

ﬂ\\fR 1.5 m

¢ DRIVEWAY

\

U Y N N

(SEE PLANS)

TO LOW POINT

-

SLOPE 100 mm MIN.

E

L

ONE WAY

.P.

END CURB 0.3 m BEHIND
CENTERLINE OF PIPE

OR THEORETICAL PIPE
LOCATION

R 1.5 mg//)

12.0 m=—18.0 m‘ SURFACING
(SEE PLANS)
PROPERTY/RIGHT-0OF =WAY LINE

6*\¥*R 1.5 m
1

PROPERTY LINE

¢ DRIVEWAY

00 mm BARRIER CONCRE[TE
CURB OR CURB AND
GUTTER (SEE PLANS)

/

————— E=———-— ¢ PIPE

|
7
=
! @)
‘ o
Lo
v | —=
= , Z| =
< | =lo
o | c a
W | El=
W > o S
i = o 3.0 m
)
o —
= Ll 75
ol - :
© i Ol ) TAPER
| .
ol — AAi

SURFACING

& STATE ROUTE

|
|
|
|
|
|
|
)
LOX
|
|
|
|
|
|
)
F;
|
|
|
|
|
|
|
|
|
|
|
|
|
\
©
F367
m
[w)
(o]
m
(@]
M
—
)
=
<<
m
—
m
[w)
=
e
‘ —<
600
—_—
4
S

DITCH SECTION (WITH PIPE)
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(WITHOUT PIPE)
PLAN VIEW

FILL SECTION OR CROWN SECTIDN

GENERAL NODTES:

ALL DIMENSIODONS SHOWN ARE IN mm UNLESS OTHERWISE
NOTED.

RECOMMENDED WIDTH OF DRIVEWAY = 12.0 m.

NO PART OF THE DRIVEWAY EXCLUDING TAPERS SHALL BE
CONSTRUCTED OUTSIDE OF THE PROPERTY FRONTAGE.

SURFACING SHALL BE AS SHOWN ON THE PLANS OR PERMIT.

LENGTH OF PIPE SHALL BE DETERMINED BY DEPTH AND
LOCATION OF DITCH. (SEE PLANS).

IF A PAVED APPROACH IS REQUIRED. REFER TO STANDARD
PLAN M608.00 FOR CONSTRUCTION DETAILS AND CONSTRUCT
CURB (IF REQUIRED) TGO MEET CURB ON PAVED APPROACH.
TRANSITION REQUIRED FROM 100 mm CURB TO 150 mm CURB.

CURB OR CURB AND GUTTER BETWEEN RIGHT—-OF—-WAY LINE
AND PIPE MAY MEET LOCAL AGENCY STANDARDS.

THE DRIVEWAY WIDTH SHALL BE DETERMINED AT THE TANGENT
POINT OF THE RADIUS AND SIDE OF DRIVEWAY.

THIS DRAWING ILLUSTRATES DRIVEWAY DETAILS FOR MINIMUM
SITUATIONS. TRAFFIC VOLUMES. SAFETY CONSIDERATIONS,
DRAINAGE CONSIDERATIONS, LOCAL REQUIREMENTS, ETC..
MAY DICTATE MORE EXTENSIVE IMPROVEMENTS THAN
ILLUSTRATED.

PIPE SIZE AND LOCATION TO BE DETERMINED BY GEOMETRICS
AND DRAINAGE CONDITIONS (SEE PLANS).
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